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Model #:

Project #:

STAINLESS STEEL SPEED RAILS:
All stainless steel construction.
Single tier speed rail available with  
strap hangers or keyhole installation.
Double tier speed rail requires  
keyhole installaiton only.

S/S SPEED RAILS w/ LOCKABLE COVER:
All stainless steel construction.
Rolled rim top.
Keyhole installation.
Includes lockable cover with two 
keyed pad locks.

GENERAL SPEED RAIL FEATURES:
• Available in lengths measuring 1ft. to 8 ft. long.
• Raised one-piece front molding for strength and durability.
• Provides basic bar equipment with a custom look.
• Allows extra storage for liquor bottles.

STAINLESS STEEL
Standard Speed Rails

For 18” and 21” Wide Bar Equipment

REF-AA

www.advancetabco.com

Customer Service Available To Assist You 1-800-645-3166 8:30 am - 8:00 pm E.S.T.

For Orders & Customer Service:  
Email: customer@advancetabco.com or Fax: 631-242-6900

For Smart Fabrication™ Quotes:
Email: smartfab@advancetabco.com or Fax: 631-586-2933

ADVANCE TABCO is constantly engaged in a program of improving our products. Therefore, we reserve the right to change specifications without prior notice. © ADVANCE TABCO, AUG. 2014

SINGLE
Model #

Bottle 
Capacity

Approx. 
Weight

DOUBLE
Model #

Bottle 
Capacity

Approx. 
Weight Length 

BK-15 4 4 lbs. DT-15 8-10 7 lbs. 14”
BK-2 4-6 5 lbs. DT-2 10-12 8 lbs. 22”
BK-30 8-9 6 lbs. DT-30 16-18 10 lbs. 28”
BK-3 9-10 6 lbs. DT-3 18-20 11 lbs. 34”

BK-4 12-13 8 lbs. DT-4 24-26 18 lbs. 46”

SINGLE
Model #

Bottle 
Capacity

Approx. 
Weight

DOUBLE
Model #

Bottle 
Capacity

Approx. 
Weight Length 

LCBK-2 5-6 13 lbs. LCDT-2 10-12 15 lbs. 24”
LCBK-3 9-10 15 lbs. LCDT-3 18-20 19 lbs. 36”

LCBK-4 12-13 18 lbs. LCDT-4 24-26 27 lbs. 48”

BK-2 Shown

LCDT-2 Shown

Keyhole Installation Is Required For All Double Tier  
Speed Rails To Accommodate The Weight Of Liquor Bottles.

If Underbar Unit Exceeds 4 Ft., Use Multiple Locks Allowing 1/2”  
Between Speed Rails For Lock Clearance.

S/S SPEED RAILS w/ STRAP HANGERS:
All stainless steel construction.
Stainless steel straps allow speed rail to attach 
onto existing underbar equipment.

BLACK PLASTIC SPEED RAILS:
Injection molded black plastic construction.
Available with strap hangers or keyhole installation.
Packed 6 per carton.

BLACK POWDER COATED  
SPEED RAILS:
Black powder coated finish.
Keyhole installation.

Model # Length 
Bottle

Capacity
Approx. 
Weight

BS-15 14” 4 5 lbs.
BS-2 22” 5-6 6 lbs.
BS-30 28” 8-9 7 lbs.
BS-3 34” 9-10 7 lbs.

BS-4 46” 12-13 9 lbs.

Model # Length 
Installation

Type
Bottle

Capacity
Carton 
Weight

KS-2 23” Straps 5 16 lbs.
KS-2K 23” Keyhole 5 12 lbs.

Model # Length 
Bottle

Capacity
Approx. 
Weight

BB-2 22” 5-6 5 lbs.
BB-3 34” 9-10 6 lbs.

BS-2 Shown BB-2 Shown

KS-2

KS-2K

SPEED RAIL MODIFICATIONS
PR-STRAPS: Add stainless steel straps  
(one pair - for BK series speed rails only)
SU-41: Make speed rail an odd length
SU-42: Make speed rail  
accommodate 1/2 gallon bottles

PR-STAPS Shown


