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For Door Heights To 8’ (environmental separation) and 7’ (insect control)

    STANDARD CONSTRUCTION 
• 7 1/2” high x 13 ¾” deep
• 1/5 hp ten speed motor(s)  
• Factory installed Intelliswitch digital controller
• Clear satin anodized aluminum exterior (Optional: Custom Color or Stainless) 
• Wall & Top Mounting
• High efficiency, low noise Pro-V Nozzle 
• Optional:  Filter (washable)

FDA
RECOMMENDED

USDA
COMPLIANCE

5 Year 
Limited

Warranty

VELOCITY PROFILE: Model ALC08-1036A

Distance from Nozzle (ft) 2 3 4

Core Velocity (fpm) 1824 1509 1292

MODEL                                         
Nozzle 
Width     

(in)

Max Vel. 
at Nozzle 

(fpm)

Avg.             
Outlet Vel. 

(fpm)

Air Volume 
(cfm)

Outlet             
Vel. 

Uniformity       

Power 
Rating        
(kW)

 Motor(s) 
@ hp

Net Wt. 
(lbs)

ALC08-1030A 28.00 3,100 1,777 691 89% 0.18 1 @ 1/5 33

ALC08-1036A 35.25 3,600 2,116 1,036 92% 0.32 1 @ 1/5 38

ALC08-1042A 41.25 3,000 2,115 1,212 93% 0.32 1 @ 1/5 43

ALC08-1048A 47.25 2,800 2,104 1,381 94% 0.32 1 @ 1/5 48

ALC08-1060A 59.00 3,100 2,053 1,682 95% 0.32 1 @ 1/5 57

ALC08-1072A 72.50 3,600 2,058 2,072 95% 0.32 1 @ 1/5 64

ALC08-2084A 84.25 3,000 2,072 2,424 93% 0.64 2 @ 1/5 86

ALC08-2096A 96.25 2,800 2,066 2,762 94% 0.64 2 @ 1/5 96

ALC08-2120A 119.75 3,100 2,023 3,364 95% 0.64 2 @ 1/5 114

NOTE: Operation at 50 Hz will generate approximately a 17% reduction in air performance.

See sheet EP-200 for amp draws/total load requirements. 

Sound level measured 10’ (3m) from the unit in free field:
1 motor:   Min/Max Speed:    52/54 dBA
2 motors: Min/Max Speed:    55/57 dBA 

*Suitable for 50hz

MODEL NUMBER CONFIGURATION

A=Ambient

ALC08-1 030 A A-R-SS

ALC08
*A=120/1/60
B=208/1/60
J=240/1/60
V=220/1/50

Series

030” - 120”

Opening Width# of Motors

1, 2

Heat Voltage
SS=Stainless Steel
CC=Custom Color

Opt. Cabinet Finish
Remote
Display

Opt. Display

Intelliswitch



™

www.berner.com    Berner International Corporation    800.245-4455 
111 Progress Ave. / New Castle / PA / 16101 / USA

©Copyright, 2015 Berner International Corporation

Berner reserves the right to alter specifications without prior notice.

ARCHITECTURAL LOW PROFILE 8 
Ambient (Unheated) Air Curtain

Electrical Performance Sheet

EP-200
January, 2015

MODEL #
CKTS AMPS PER CIRCUIT BREAKER RATING 

PER CIRCUIT
#

CKTS AMPS PER CIRCUIT BREAKER RATING 
PER CIRCUIT

#
CKTS AMPS PER CIRCUIT BREAKER RATING 

PER CIRCUIT
ALC08-1030A
ALC08-1036A
ALC08-1042A
ALC08-1048A
ALC08-1060A
ALC08-1072A

1 3.4 15 1 1.7 15 1 1.7 15

ALC08-2084A
ALC08-2096A
ALC08-2120A

1 6.8 15 1 3.4 15 1 3.4 15

208/1/60 (voltage code B) or

MOTOR AMP DRAW = 3.4 each MOTOR AMP DRAW = 1.7 each
220/1/50 (voltage code V)120/1/60 (voltage code A) 240/1/60 (voltage code J)

MOTOR AMP DRAW = 1.7 each
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