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Cashier Caddys
Mobile with folding tray slides

Suggested arrangement where

two cashiers lines are required

  * Right hand model has tray

    slide on opposite side of cashier

T-251-R
T-256-R

T-251-L  T-251-R*
T-256-L  T-251-R*

Model
WidthLength Width Height
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T-251-L
T-256-L

General Specifications
Cashier Caddy to be Caddy Corporation model
T-_______________.

Unit to have all stainless steel exterior.  Top to be 18 gauge
stainless steel turned down into 2" wide channel edges, with
corners welded.  Top to be reinforced to accommodate cash
register and to have 1" diameter hole for power cord.

Frame structure to consist of 18 gauge stainless steel
formed pedestals to be reinforced with 16 gauge stainless
steel channels, to have full height extruded plastic vertical
bumpers.  Casters are to be 4" diameter heavy duty, double
ball bearing, swivel type with polyurethane tires and  foot
brakes.

Tray slide to be 11" wide x 36" long, made of three 1"
square tubes with enclosed ends and two heavy duty, die

cast, chrome plated folding brackets.  Foot rail to be of 1 1
4"

O.D. 16 gauge stainless steel tubing.
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T-251 Specifications:
Unit to have cash drawer furnished with five coin tills and
five currency compartments with hinged bill weights.
Drawer to be fitted with a lock and roller mechanism for easy
operation.
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T-256 Specifications:

Unit to have cash drawer, 2 1
4" deep of stainless steel

construction, with single open storage compartment to
accommodate a portable cash box.  Drawer to be fitted with
a lock and roller mechanism for easy operation.

T-251-L
T-251-R

Length
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37"36 14"34"26"24"

T-251-L-R
T-256-L-R

Dimensions
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T-256-L-R
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