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Tel: 1-216-481-4900
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Web Site: www.ClevelandRange.com
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OPTIONS & ACCESSORIES

Cleveland Standard Features

�� For floor model stationary or tilting kettles 
with a Tangent Draw-Off Valve.

�� All Stainless Steel construction

�� SF1 For Floor Mounting

�� SF2 for Drain Mounting - 
• comes complete with 8' length of 2" ID Hose
(HO8.2) to be cut to required length

�� Includes Drain Screen
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SWING DRAIN FUNNELS MODELS:
� SF1    � SF2

SF2
Swing Drain
Funnel for

floor mounting

SF1 
Swing Drain
Funnel for
floor drain
mounting
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Litho in U.S.A.
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LOCKING
SCREW

FLANGED FOOT
(BOLT IN PLACE)

HOSE
96.00"

2439mm
(cut to length)

1 9/16”
O.D.

9/16"
14 mm

120º
TYP

1" (25 mm)
MAX. ADJUSTMENT

1 5/8" (42 mm) Ø

FLANGED FOOT DETAIL

  7/16" (11 mm) Ø
3 HOLES ON

3 1/8" (80 mm) Ø
B.C.D.

4 7/8"
124 Ø  mm
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FLOOR DRAIN
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FLOOR GRATE




