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Bun Warmers: 8024-BW, 8027-BW, 8036-BW, 
8045N-BW, 8045W-BW, 8048-BW, 8075-BW, 

Bun Boxes: 8018-SBB, 8027-SBB, 8036-SBB,
8045W-SBB, 8045N-SBB, 8075-SBB

Bun Warmers
and

Bun Boxes

8048-BW8027-BW

8045W-SBB

Keep your buns, fresh and tasty with Nemco’s line of bun warmers! The
Nemco Bun Warmers will warm it, store it, and sell it! They’re great for
holding buns or even buns with hotdogs. And they’re manufactured to
the high quality you are used to from Nemco! With several different
sizes designed to sit beneath Connolly by Nemco roller grill models,
they make a very profitable addition to your operation!

Bun boxes are designed to accommodate the appropriate size roller grill
for maximum countertop efficiency. 

Bun Warmers: 
• Stainless steel construction
• Wire rack in bottom of pan to separate buns from water 

(8027-, 8036-, 8045N-, 8045W-, 8075-BW)
• Adjustable thermostat up to 200F 

(8027-, 8036-, 8045N-, 8045W-, 8075-BW)
• Recessed control panel (8027-, 8036-, 8045N-, 8045W-, 8075-BW)
• Fits under Roller Grill to minimize counter space

Bun Boxes:
• Stainless steel construction
• Easy open sliding drawer
• Easy-open doors for access to buns
• Fits under Roller Grill to minimize counter space



BUN BOXES

BUN WARMERS
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Typical Specifications
Bun warmers shall have stainless steel body, interior, bun drawer slides and pan and be equipped with a thermostatic
control and metal sheath heating element. The unit shall have a maximum heat setting of 200ºF and shall operate on
120V or 220V. A 6’ cord and plug shall be furnished for easy installation. Bun warmers shall carry the approval of
UL and CUL. Units are NSF Standard 4 approved.

Bun boxes shall have a stainless steel body and be equipped with a polycarbonate door.

Model Nos.
8024-BW 8048-BW 8027-BW 8036-BW 8045N-BW 8045W-BW 8075-BW

8018-SBB 8027-SBB 8036-SBB 8045N-SBB 8045W-SBB 8075-SBB

WIDTH DEPTH

HEIGHT

Fits Grill Bun Preheat Width Depth Height Voltage Wattage Nominal # of Cords Unit Shipping
Model Capacity Time Inches/(cm) Inches/(cm) Inches/(cm) Amps Electric Weight Weight

Model No. Plug lbs./(Kg) lbs./(Kg)

8024-BW 120 50 0.4 (1) Nema 5-15P
8024-BW-220 8010 24 30 15 3/4 (40.0) 11 (27.9) 5 (12.7) 220 50 0.2 (1) Nema 6-15P 9 (4.1) 11 (5.0)

8048-BW 120 120 1.0 (1) Nema 5-15P
8048-BW-220 8018 48 30 22 (55.9) 15 1/4 (38.7) 7 1/2 (19.1) 220 120 0.6 (1) Nema 6-15P 28 (12.7) 33 (15.0)

8027-BW 120 450 3.8 (1) Nema 5-15P
8027-BW-220 8027 32 15 23 (58.4) 17 1/2 (44.5) 10 5/8 (27.0) 220 450 2.0 (1) Nema 6-15P 45 (20.5) 52 (23.7)

8036-BW 120 550 4.6 (1) Nema 5-15P
8036-BW-220 8036 48 15 30 (76.2) 17 1/2 (44.5) 10 5/8 (27.0) 220 550 2.5 (1) Nema 6-15P 56 (25.5) 64 (25.5)

8045W-BW 120 650 5.4 (1) Nema 5-15P
8045W-BW-220 8045W 64 15 35 1/2 (90.2) 17 1/2 (44.5) 10 5/8 (27.0) 220 650 3.0 (1) Nema 6-15P 63 (29.7) 72 (32.8)

8045N-BW 120 450 3.8 (1) Nema 5-15P
8045N-BW-220 8045N 32 15 23 (58.5) 26 3/4 (68.0) 10 5/8 (27.0) 220 450 2.0 (1) Nema 6-15P 49 (22.3) 60 (27.3)

8075W-BW 120 650 5.4 (1) Nema 5-15P
8075W-BW-220 8075N 64 15 35 1/2 (90.2) 25 (63.5) 10 5/8 (27.0) 220 650 3.0 (1) Nema 6-15P 71 (32.3) 84 (38.2)

Fits Grill Bun Width Depth Height Unit Shipping
Model Capacity Inches/(cm) Inches/(cm) Inches/(cm) Weight lbs./(Kg) Weight lbs./(Kg)

Model No.

8018-SBB 8018 36 18 3/8 (46.7) 19 (48.3) 6 1/4 (15.9) 9 (4.1) 11 (5.0)

8027-SBB 8027 36 22 1/4 (56.6) 19 (48.3) 6 1/4 (15.9) 14 (6.4) 19 (8.7)

8036-SBB 8036 48 29 5/8 (75.3) 19 (48.3) 6 1/4 (15.9) 15 (6.9) 20 (9.1)

8045W-SBB 8045W 60 35 1/2 (90.2) 19 (48.3) 6 1/4 (15.9) 17 (7.8) 23 (10.5)

8045N-SBB 8045N 64 22 1/4 (56.6) 26 3/4 (68.0) 6 1/4 (15.9) 15 (6.9) 20 (9.1)

8075-SBB 8075 96 35 1/2 (90.2) 25 (63.5) 6 1/4 (15.9) 18 (8.2) 26 (11.9)


