
Self-calibrating so you don’t need to send it back. Submersible so it’s easy to keep clean. With the Poseidon WSC-10, 

you get absolute accuracy in a smart, rugged design that stands up to harsh foodservice environments and saves you time and

money. It’s industry-changing innovation that brings a new level of convenience and confidence to the kitchen. And it’s just 

one more reason we’re in your kitchen.

Poseidon™ WSC-10 Heavy Duty Digital Portion Scale

• Scale Within a Scale™ design to help protect
internal components against damage due to
accidental shock

• CUL/UL/CE approved dual voltage AC power
supply included; also operates on 4 AA batteries
(not included)

• Most finite readout in the industry

• NSF Certified

• Patent pending

• All stainless steel body

• Submersible, for easy cleaning

• Self-calibrating

• Dual Housing Technology™

to prevent corrosion



Poseidon™ WSC-10 7′′ x 83⁄4 ′′ oversized platform option

FEATURES:

WARRANTY INFORMATION: THE EDLUND COMPANY WARRANTS THESE PRODUCTS TO BE FREE FROM DEFECTS IN MATERIAL AND WORKMANSHIP FOR A PERIOD OF ONE YEAR FROM DATE OF PURCHASE. THE COMPANY’S OBLIGATION UNDER THIS WARRANTY IS LIMITED TO REPAIRING OR REPLACING WITHOUT CHARGE ANY PART OR PARTS FOUND TO BE DEFECTIVE
UNDER NORMAL USE. IT IS THE RESPONSIBILITY OF THE PURCHASER TO RETURN THE ENTIRE UNIT TO THE FACTORY, TRANSPORTATION CHARGES PREPAID. THIS WARRANTY DOES NOT COVER PARTS THAT MUST BE REPLACED UNDER NORMAL USE. NO OTHER WARRANTY, WRITTEN OR VERBAL, IS AUTHORIZED BY THE COMPANY. WARRANTY INFORMATION OUTSIDE THE
UNITED STATES MAY VARY, CONSULT YOUR DISTRIBUTOR. 4/08 ED01-4605

MODEL # DESCRIPTION PRODUCT CASE CUBE CASE WEIGHT
CODE FT3/M3 LBS/KGS

WSC-10 Digital Portion Scale With Standard 6′′ x 63⁄4 ′′ 53800 .4/.012 6/2.7
Stainless Steel Platform

WSC-10 OP Digital Portion Scale With Oversized 7′′ x 83⁄4′′ 53820 .4/.012 6/2.7
Stainless Steel Platform

SPECIFICATIONS:

Edlund Company, Inc., 159 Industrial Parkway, Burlington, VT 05401  800-772-2126  www.edlundco.com

We’re in your kitchen.™

Self-calibrating and submersible.
So it’s always accurate and always clean.

New! Dual Housing Technology™

helps protect components against damage 
due to accidental shock.

Self-calibrating – simply set to calibration mode,
flip it over, and the indicator light illuminates 

when it is calibrated. 

• All stainless steel body
• Patent pending self-calibrating feature
• Submersible, for easy cleaning
• Dual Housing Technology™ to prevent

corrosion
• Scale Within a Scale™ design to help 

protect internal components against
damage due to accidental shock

• Six capacity display options: 
10 lbs. x 0.1 oz.
10 lbs. x 0.005 lbs.
10 lbs. x 1/8 oz.
5000g x 1g
160 oz. x 0.05 oz.
160 oz. x 1/8 oz.

• Most finite readout in the industry

• Water-tight connection for
CUL/UL/CE approved dual voltage 
AC power supply

• Water-tight battery compartment 
houses 4 AA batteries (not included)

• Programmable, so users can select length
of time for battery-save feature, change
gravity settings, and turn off specific
weighing modes to reduce confusion 

• 6′′x 6 3⁄4 ′′one-piece platform with
splashguard washers for excellent 
corrosion protection

• Adjustable leveling feet with 
bull’s-eye level

• NSF Certified
• Optional 7′′x 83⁄4 ′′platform available


