
Chip Warmer Shown on Machine Stand

- Each Sold Separately -

HMC-230

Chip Warmer  

OTR-16-MSWT

Machine Stand 

Flip-Up Lexan Door with 
snap-lock hinges stay
open to free-up hands.

Wire shelf keeps a 
pre-assembled supply
ready-to-serve.

Flip-Down Lexan Door 
snap-locks open for easy 
loading, serving, and refilling. 

Compact high-volume warmer  

serves bulk tortilla chips,  

nacho chips, popcorn,    

or peanuts.

Create a mobile work station
using the OTR Machine Stand!
Trays suspend in wing 
channels to expand 
work surface.

All stainless steel construction

makes these units durable 

and easy-to-clean.

Rack fits 18" x 26" Trays 

and keeps bulk food and 

serving container refills 

close at hand.

"Total Lock" casters make 

work station stationary 

and sturdy.

Chip Warmer With Lexan QSR Flip Doors
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Chip Warmer With Lexan QSR Flip Doors

Specifications: Capacity:

2.3 Cubic Feet

Dimensions:

Height: 28.25'' (717mm)

Depth: 25.5''  (648mm)

Width: 25'' (635mm)

Electrical Data:

Volts: 120

Watts: 1700

Amps: 14.2

Hertz: 50 / 60

Phase: Single

NEMA Plug: 5-15P

HMC-230
Top View

Optional Accessories:
 Metal cord strain relief
 Cord winding bracket
 6" legs
 2" Casters
 3.5" Casters
 5" Casters
 6" Casters


