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Standard Features

Specifications

•	 Removable	front	louvered	panel	
•	 Black	vinyl-clad	steel	exterior
•	 Designed	to	house	1/3	HP	or	1/2	HP	condensing	units

CS18-N_-_ _ N
Base Height:

1	=	1″
6	=	6″	Legs	only

Top Style:
N	=	No	finished	top
L	=	Laminated
S	=	StainlessFront Finish:

B	=	Black	vinyl-clad
S	=	Stainless

Electrical
	 •	 See	the	electrical	specifications	of	the	condensing	unit		
	 selected.		All	electrical	hook-ups	must	be	made	by	the		
	 installer	on	site

Refrigeration
	 •	 The	condensing	unit	is	sized	by	the	refrigeration	contrac-	
	 tor	and	is	not	included	with	this	storage	cabinet.		All		 	
	 refrigeration	hook-ups	must	be	made	by	the	installer	

	 	 on	site.
Legs
	 •	 1-5/8″	diameter
	 •	 Stainless	steel	bullet	feet
Materials
	 •	 22	gauge	black	vinyl-clad	parts	include:	front,	sides,		 	
	 back,	and	sub-top

	 •	 16	gauge	stainless	steel	parts	include:		legs
	 •	 16	gauge	galvanized	steel	parts	include:	base

CS18-N1-SSN
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18" Condensing Unit Storage Cabinet
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