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Item #
Model #
Project

Qty___

AUVUTOQUOTES

S ]

14 Gauge 304
16 Ga. Stainless Steel Legs

Premium
CDT4-S24SBK-L or R

16 Gauge 304

16 Ga. Stainless Steel Legs

Standard
CDT6-S24SBK-L or R

16 Gauge 304

Galvanized Legs

Value
CDT6-S24GBK-L or R

CDT4-S36SBK-L or R

CDT6-S36SBK-L or R

CDT6-S36GBK-L or R

CDT4-S48SBK-L or R

CDT6-S48SBK-L or R

CDT6-S48GBK-L or R

CDT6-S60SBK-L or R

CDT6-S60GBK-L or R

1 CDT4-S60SBK-L or R
U CDT4-S72SBK-L or R

CDT6-S72SBK-L or R

CDT6-S72GBK-L or R

CDT4-S84SBK-L or R

CDT6-S84SBK-L or R

CDT6-S84GBK-L or R

CDT4-S96SBK-L or R

CDT6-S96SBK-L or R

CDT6-S96GBK-L or R

CDT4-S108SBK-L or R

CDT6-S108SBK-L or R

CDT6-S108GBK-L or R

CDT4-S120SBK-L or R

CDT6-S120SBK-L or R

CDT6-S120GBK-L or R

CDT4-S132SBK-L or R

CDT6-S132SBK-L or R

CDT6-S132GBK-L or R

CDT4-S144SBK-L or R

CDT6-S144SBK-L or R

CDT6-S144GBK-L or R

FEATURES:
Type 300 stainless steel with # 4 polish, satin finish

* Full length 10" High Boxed Backsplash, with 2" return to
wall at 45 degree and turned down rear lip

* All outside corners of assembly are Bullnosed to
provide safe,clean and polished edge

* Standard legs 1-5/8" diameter,

Premium:

14 ga. 300 Series Stainless Steel Top

16 ga. 300 Stainless Steel Legs & Cross Bracing
Stainless Steel Bullet Feet

Standard:

16 ga. 300 Series Stainless Steel Top

16 ga. 300 Stainless Steel Legs & Cross Bracing
Stainless Steel Bullet Feet

Value:

16 ga. 300 Series Stainless Steel Top
Galvanized Legs & Cross Bracing

Galvanized Bullet Feet

CONSTRUCTION:
Top: Stainless Steel Tops are TIG welded, Exposed welds are OPTIONAL
polished to match adjacent surface. ACCESSORIES
MODEL # Qty
Over Shelf
MATERIAL: Under Shelf
Top: Stainless Steel

Type 300 stainless steel with # 4 polish, satin finish

Feet: 1" adjustable stainless steel bullet feet

John Boos & Co

3601 South Banker Street - Effingham, IL 62401
Phone: 217-347-7701 - Fax: 217-347-7705
Email: sales@johnboos.com - Web-site: www. johnboos.com



BUILT-IN SLOPE TOWARD
DISH MACHINE (1/8" PER FOOT)

DETAILED SPECIFICATIONS
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All units ship unasser
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ADJUSTABLE S.S. BULLET FEET

Units 7 ft. and larger are furnished with six legs.

ADJUSTABLE S.S. BULLET FEET

All dimensions are typical.
Tolerance +/- .500".

14 Gauge 304 16 Gauge 304 16 Gauge 304

16 Ga. Stainless Steel Legs 16 Ga. Stainless Steel Legs Galvanized Legs
L Premium Wt Standard Wt Value Wt
24 |CDT4-S24SBK-L or R 46 JCDT6-S24SBK-L or R 37 |CDT6-S24GBK-L or R 37
36" JCDT4-S36SBK-L or R 59 |CDT6-S36SBK-L or R 47 |CDT6-S36GBK-L or R 47
48" |CDT4-S48SBK-L or R 78 |CDT6-S48SBK-L or R 62 |CDT6-S48GBK-L or R 62
60" JCDT4-S60SBK-L or R 90 |CDT6-S60SBK-L or R 72 |CDT6-S60GBK-L or R 72
72" |CDT4-S72SBK-L or R 109 |CDT6-S72SBK-L or R 87 |CDT6-S72GBK-L or R 87
84" |CDT4-S84SBK-L or R 130 |CDT6-S84SBK-L or R 104 |CDT6-S84GBK-L or R 104
96" |CDT4-S96SBK-L or R 143 |CDT6-S96SBK-L or R 113 |CDT6-S96GBK-L or R 114
108" |CDT4-S108SBK-L or R 174 |CDT6-S108SBK-L or R 139 |CDT6-S108GBK-L or R 139
120" |CDT4-S120SBK-L or R 205 |CDT6-S120SBK-L or R 164 |CDT6-S120GBK-L or R 164
132" |CDT4-S132SBK-L or R 236 [CDT6-S132SBK-L or R 189 |CDT6-S132GBK-L or R 189
144" |CDT4-S144SBK-L or R 268 |CDT6-S144SBK-L or R 214 |CDT6-S144GBK-L or R 214

S = Straight Dish Table
6 = 16. ga Work Surface
CDT = Clean Dishtable

— |

CDT6-S60SBK

P

60 = Total Length of Dishtable
SB = Stainless Legs & Bracing
K = K.D. w/ Adjustable Bracing
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John Boos is constantly engaged in a program of improving products and therefore reserves the right to change specification without prior notice



