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 ■ Mounting flanges with eccentric fittings for quick installations
 ■ Heavy-Duty spout with double O-Ring construction and welded 

shoulder for durability
 ■ High precision machining and polished nickel chromium finish
 ■ Color-coded handles
 ■ Optional wrist blade handles available
 ■ Full replacement parts available
 ■ Low Lead Compliance 

“L” Models meet California AB-1953 and Vermont S152 standards 
(Faucet models already listed with the “L” suffix (i.e. 12-806L) are 
only available in Low Lead Compliant model) 

 ■ 8” on center wall mount with 1/2” NPT female inlets
 ■ Rough in: Two 7/8” round holes on 8” centers
 ■ Flow rate: 2 GPM max
 ■ Shipping weight: 4 lbs.
 ■ Quantity per case: 12 

Due to our commitment to continued product improvement, specifications are subject to change without notice.
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STANDARD SERIES PLUMBING
8” CENTER WALL MOUNT FAUCETS

STANDARD SPOUTS
Model Numbers Ⓐ Ⓑ Ⓒ
12-806L
12-808
12-810
12-812
12-814
12-816
12-818L*
12-824L*

6”
8”

10”
12”
14”
16”
18”
24”

1 7/8”
1 7/8”
2 1/8”
2 5/8”

3”
4”
5”
5”

4 3/8”
4 3/8”
4 5/8”
5 1/8”
5 1/2”
6 1/2”
7 1/2”
7 1/2”

NOTE: Add “L” to end of Model Number for Low Lead Model

*Double Jointed Spouts

GOOSENECK SPOUTS
Model Numbers Ⓓ Ⓔ Ⓕ
12-801L
12-802L

6”
8 1/2”

5 1/2”
7”

9 1/2”
12 3/8”


