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DRAFT TOWER

Stainless Steel 
304 Grade

The integrated Kool-Rite module provides 
optimum cooling at the point of dispense. 
The module construction makes the installation 
process as simple as PLUG “N” POUR.

 Faucet knobs not included.

UNDERCOUNTER MOUNT DISPENSER - 8 FAUCET

UNDERCOUNTER MOUNT DISPENSER

• Gain bar top space with convenient under bar mounting.

• Slim 2 1/2” body height for maximum clearance.

• Exterior finish will provide years of durable service.

• All stainless steel contact with the beer for the ultimate in draft purity.

UCM-8-SSKR

Install Example
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Dimensions 

01619-D0315 

Part No. Faucets Finish Dispense System Shipping Weight Box Dimensions

UCM-8-SSKR 8 Brushed Stainless Steel Kool-Rite (Glycol)
TBD kg TBD mm

TBD lbs TBD inches

127mm
5"

610mm
24"

127mm
5"

102mm
4"

76mm
3"

38mm
1 1/2"

64mm
2 1/2"

(8) 36” Beer Lines
6.4mm (1/4”) O.D. Stainless Steel 
with 6.4mm - 9.5mm (1/4” - 3/8”) 
Tapered Barb Fittings

(1) Glycol Loop: 
10mm (3/8”) O.D. Copper 
with 10mm (3/8”) O.D. Barb Fittings

102mm
4"

19mm
3/4"


