
Model Nos.	S tainless Steel	 4007-4B	 4007-5B	 4007-6B
		  Polished Chrome	 4007-4BPC	 4007-5BPC	 4007-6BPC		
		  Tarnish Free Brass (PVD)	 4007-4BTF	 4007-5BTF	 4007-6BTF
NUMBER OF FAUCETS	 4	 5	 6
“A” FAUCET CENTERS Inches (mm)	 5" (127)	 33⁄4" (95)	 3" (76)
OPTIONS AND ACCESSORIES	                           • Matching drainers              • Faucet locks
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Sizes and Specifications  
Seven Towers - Standard & Illuminated

Job____________________________
Area_ __________________________
Item No.________________________
Model No.______________________

Perlick is committed to continuous improvement. Therefore, we reserve the right to change specifications without prior notice.

24” [610]

16 1/2”
[419]

22 5/8”
[576]

2 3/8”
[59]

4 7/8”
[125]

12 1/8” [309]

2” [52]“A”

4 1/2” MAX.
[114]

(1) 2 1/2” [64] DIAMETER AND
(4) 5/16” DIAMETER HOLES

REQUIRED IN COUNTERTOP

FAUCET HANDLES
FURNISHED WITH

ILLUMINATED MODELS.
NOT FURNISHED WITH 

NON-ILLUMINATED MODELS.

6 7/16”
[163]

13” [329]

2 1/2” 
[65]

4 1/2” 
[114]
MAX.

5 13/16”
[148]

INSULATED
RESTRICTORS
ENGINEERED

TO SITE
REQUIREMENTS

3 5/8” [91]

MEDALLION 3 3/8”
OUTSIDE DIAMETER

Model Nos.	S tainless Steel	 4007-4BIM	 4007-5BIM	 4007-6BIM
		  Polished Chrome	 4007-4BPCIM	 4007-5BPCIM	 4007-6BPCIM		
		  Tarnish Free Brass (PVD)	 4007-4BTFIM	 4007-5BTFIM	 4007-6BTFIM
NUMBER OF FAUCETS	 4	 5	 6
NUMBER OF ELECTRICAL TRANSFORMERS*	 2	 3	 2
“A” FAUCET CENTERS Inches (mm)	 5" (127)	 33⁄4" (95)	 3" (76)
OPTIONS AND ACCESSORIES	                           • Matching drainers              • Faucet locks

* Input: 120V-60 Hz 0.01A — Output: 12V DC 5W Maximum

seven Towers

Seven Towers with Illuminated Medallions with Chrome Trim


