
Project	 Quantity	 Item	#

Model Specified:  CSI Section 11400

TRAULSEN
4401 BLUE MOUND RD. FT. WORTH, TX 76106
PHONE 1 (800) 825-8220 FAX-MKTG. 1 (817) 624-4302
Website: www.traulsen.com

Standard Product Features
• R-Series: Stainless Steel Exterior & Interior
• A-Series: Stainless Steel Exterior/Anodized Aluminum Interior
• INTELA-TRAUL® Microprocessor Control System
• Balanced, Self-Contained Refrigeration System Using R-134a
• Scroll Blower Type Evaporator Fan
•	 Biased	Return	Air	Duct
• Full or Half Length Stainless Steel Doors With Locks
• Self-Closing Doors With Stay Open Feature At 120 Degrees 
• Guaranteed For Life Cam-Lift Hinges
• Guaranteed For Life Horizontal Work Flow Door Handle
• Standard Door Hinging F & R: 126WP = Right, 
 226WP = Left/Right (other hingings available)
• Automatically Activated Incandescent Lights
• Stainless Steel Breaker Caps
• Three Adjustable Wire Shelves Per Section, Supported On 

Shelf Pins (installed at the factory) 
• Automatic Non-Electric Condensate Evaporator
• Magnetic Snap-In Door Gaskets
• Gasket Protecting Metal Door Liner
• Controllable Anti-Condensate Door Perimeter Heaters
• Thermostatic Expansion Valve Metering Device
• Stainless Steel One-Piece Louver Assembly
•	 9' Cord & Plug Attached
• Set of Four (4) 6" High Adjustable Stainless Steel Legs
• One Year Parts And Labor Warranty
• Two Year Control Warranty (parts and labor) 
• Five Year Compressor Warranty

Options & Accessories
• Re-Hinging Feature For Door(s)
• Additional Wire Shelves
• Locking Hasps (padlocks supplied by others)
• Export 220/50/1 Voltage
• Stainless Steel Shelves
• Kool Klad Exterior Laminate Decor
• Set of Four (4) 6" High Casters In Lieu of Legs
• Set of Four (4) 4-5/8" High Casters In Lieu of Legs
• 4-1/2" High Stainless Steel Base In Lieu of Legs
• 6" High Stainless Steel Kickplate (for use with standard legs)
• Prison/Correctional Facilities Options
• Remote Applications (see form TR35837 for more details)
• Remote For Use With 20°F Glycol System
• Clear Glass Door(s) In Place Of One Or More Solid Door(s)
• Two Year Service/Labor Warranty Available

26" Deep Pass-Thru Refrigerator Models/
Self-Contained

Listed by Underwriters Laboratories Inc., 
to U.S. and Canadian safety standards and 
Listed by NSF International. Approval:_ _______________________________________

Model RHT126WPUT-HHS

One & Two Section Models, 26" Deep

1-Section Full Length Door Model RHT126WPUT-FHS
2-Section Full Length Door Model RHT226WPUT-FHS
1-Section Half Length Door Model RHT126WPUT-HHS
2-Section Half Length Door Model RHT226WPUT-HHS

R
SERIES

A
SERIES

1-Section Full Length Door Model AHT126WPUT-FHS
2-Section Full Length Door Model AHT226WPUT-FHS
1-Section Half Length Door Model AHT126WPUT-HHS
2-Section Half Length Door Model AHT226WPUT-HHS

(shown with optional casters)

INTELA-TRAUL®	
Equipped!

Stainless Exterior 
& Interior

Stainless Exterior, 
Anodized Alumi-

num	Interior

The R & A Series represent Traulsen's Top-of-the-Line product offer-
ing.  The 26” deep pass-thru refrigerator models are all designed to offer 
maximum interior storage capacity within a slightly shallower footprint. 
Each is supplied standard with such high quality features as balanced 
refrigeration systems, microprocessor controls, communications ability 
and stainless steel exteriors.  Additionally, they offer the widest range of 
optional accessories to choose from, and can be specified for use with many 
different applications, including: Foodservice, Correctional, Institutional, 
Export, etc.    



TRAULSEN
4401 BLUE MOUND RD. FT. WORTH, TX 76106
PHONE 1 (800) 825-8220 FAX-MKTG. 1 (817) 624-4302
Website: www.traulsen.com

Refer to the below chart to determine the following remote characteristics: Voltage, Amps, BTU’s, Refrigerant, and if the 
following components are included: Condensate Evaporator, Solenoid, Expansion Valve and Temperature Control.  

Remote Refrigeration Data

               BTU @ 90°F Ambient                 Cond. Evap.      Solenoid      Exp. Valve 
  Model No.  Voltage       Amps and Evap. Temp. Refrig’t        Yes/No             Yes/No          Yes/No    Temp Control
  G10000, etc. 115/60/1 4.1 1520 @ +20°F Evap R-134a Yes                  Yes           Yes       Microprocessor
  G10002P, etc. 115/60/1 4.1 1520 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor
  G11000, etc. 115/60/1 4.1 2410 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor
  G11002P, etc. 115/60/1 4.1 2400 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor
  G12010, etc. 115/60/1 10.6 1930 @ -10°F Evap R-404A Yes                  Yes                 Yes       Microprocessor
  G20000, etc. 115/60/1 5.2 2410 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor
  G20004P, etc. 115/60/1 5.2 2410 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor
  G21000, etc. 115/60/1 5.2 4160 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor
  G21004P, etc. 115/60/1 5.2 4160 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor
  G22010, etc. 115/60/1 13.2 3080 @ -10°F Evap R-404A Yes                  Yes                 Yes       Microprocessor
  G30000, etc. 115/60/1 5.2 3780 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor 
  G31010, etc. 115/60/1 13.2 4710 @ -10°F Evap R-404A Yes                  Yes                 Yes       Microprocessor
  G31310, etc. 115/60/1 13.2 4710 @ -10°F Evap R-404A Yes                  Yes                 Yes       Microprocessor
  G32000, etc. 115/60/1 5.2 5330 @ +20°F Evap R-134a Yes                  Yes                 Yes       Microprocessor
  R/AHT132W 115/60/1 1.5 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT132EW 115/60/1 1.5 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT232W 115/60/1 2.0 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT332W 115/60/1 2.5 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT232N 115/60/1 2.0 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT332N 115/60/1 2.5 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT126W 115/60/1 1.5 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT226W 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT132D 115/60/1 1.5 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT232D 115/60/1 2.0 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT132WP 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT232WP 115/60/1 2.5 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT332WP 115/60/1 3.0 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT232NP 115/60/1 2.5 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT332NP 115/60/1 3.0 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT126WP 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AHT226WP 115/60/1 2.5 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ALT132W 115/60/1 7.5 2160 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ALT232W 115/60/1 10.0 3790 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ALT332W 115/60/1 11.0 5220 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ALT232N 115/60/1 10.0 3790 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ALT332N 115/60/1 11.0 5220 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ALT126W 115/60/1 4.0 1980 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ALT226W 115/60/1 7.5 3790 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ALT132D 115/60/1 6.0 2160 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ALT232D 115/60/1 10.0 3790 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/ARI132L 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ARI232L 115/60/1 3.0 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ARI332L 115/60/1 4.0 5330 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ARI132LP 115/60/1 3.0 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ARI232LP 115/60/1 4.0 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ARI332LP 115/60/1 5.0 5330 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ARI132H 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ARI232H 115/60/1 3.0 4360 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/ARI332H 115/60/1 4.0 5330 @ +20°F Evap R-134a No                   Yes                 Yes Intela-Traul
  R/AIF132L 115/60/1 7.5 2160 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/AIF232L 115/60/1 11.0 5220 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
  R/AIF332L 208/115 12.0 7580 @ -20°F Evap R-404A No                   Yes                 Yes Intela-Traul
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Refer to the below chart to determine the following remote characteristics: Voltage, Amps, BTU’s, Re-
frigerant, and if the following components are included: Condensate Evaporator, Solenoid, Expansion 

Remote Refrigeration Data

               BTU @ 90°F Ambient                 Cond. Evap.      Solenoid      Exp. Valve 
  Model No.  Voltage       Amps and Evap. Temp. Refrig’t        Yes/No          Yes/No          Yes/No    Temp Control
  G10000, etc. 115/60/1 4.1 1520 @ +20°F Evap R-134a Yes                  Yes                   Yes       Microprocessor
  G10002P, etc. 115/60/1 4.1 1520 @ +20°F Evap R-134a Yes                  Yes                    Yes       Microprocessor
  G11000, etc. 115/60/1 4.1 2410 @ +20°F Evap R-134a Yes                  Yes                    Yes       Microprocessor
  G11002P, etc. 115/60/1 4.1 2400 @ +20°F Evap R-134a Yes                  Yes                    Yes       Microprocessor
  G12010, etc. 115/60/1 10.6 1930 @ -10°F Evap R-404A Yes                  Yes                  Yes       Microprocessor
  G20000, etc. 115/60/1 5.2 2410 @ +20°F Evap R-134a Yes                  Yes                  Yes       Microprocessor
  G20004P, etc. 115/60/1 5.2 2410 @ +20°F Evap R-134a Yes                  Yes                  Yes       Microprocessor
  G21000, etc. 115/60/1 5.2 4160 @ +20°F Evap R-134a Yes                  Yes                  Yes       Microprocessor
  G21004P, etc. 115/60/1 5.2 4160 @ +20°F Evap R-134a Yes                  Yes                  Yes       Microprocessor
  G22010, etc. 115/60/1 13.2 3080 @ -10°F Evap R-404A Yes                  Yes                  Yes       Microprocessor
  G30000, etc. 115/60/1 5.2 3780 @ +20°F Evap R-134a Yes                  Yes                  Yes       Microprocessor 
  G31010, etc. 115/60/1 13.2 4710 @ -10°F Evap R-404A Yes                  Yes                  Yes       Microprocessor
  G31310, etc. 115/60/1 13.2 4710 @ -10°F Evap R-404A Yes                  Yes                  Yes       Microprocessor
  G32000, etc. 115/60/1 5.2 5330 @ +20°F Evap R-134a Yes                  Yes                  Yes       Microprocessor
  R/AHT132W 115/60/1 1.5 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT132EW 115/60/1 1.5 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT232W 115/60/1 2.0 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT332W 115/60/1 2.5 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT232N 115/60/1 2.0 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT332N 115/60/1 2.5 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT126W 115/60/1 1.5 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT226W 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT132D 115/60/1 1.5 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT232D 115/60/1 2.0 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT132WP 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT232WP 115/60/1 2.5 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT332WP 115/60/1 3.0 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT232NP 115/60/1 2.5 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT332NP 115/60/1 3.0 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT126WP 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AHT226WP 115/60/1 2.5 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ALT132W 115/60/1 7.5 2160 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ALT232W 115/60/1 10.0 3790 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ALT332W 115/60/1 11.0 5220 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ALT232N 115/60/1 10.0 3790 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ALT332N 115/60/1 11.0 5220 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ALT126W 115/60/1 4.0 1980 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ALT226W 115/60/1 7.5 3790 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ALT132D 115/60/1 6.0 2160 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ALT232D 115/60/1 10.0 3790 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/ARI132L 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ARI232L 115/60/1 3.0 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ARI332L 115/60/1 4.0 5330 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ARI132LP 115/60/1 3.0 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ARI232LP 115/60/1 4.0 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ARI332LP 115/60/1 5.0 5330 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ARI132H 115/60/1 2.0 2400 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ARI232H 115/60/1 3.0 4360 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/ARI332H 115/60/1 4.0 5330 @ +20°F Evap R-134a No                   Yes                  Yes Intela-Traul
  R/AIF132L 115/60/1 7.5 2160 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/AIF232L 115/60/1 11.0 5220 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
  R/AIF332L 208/115 12.0 7580 @ -20°F Evap R-404A No                   Yes                  Yes Intela-Traul
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    BTU @ 90°F Ambient              Cond. Evap.     Solenoid     Exp. Valve 
  Model No.  Voltage              Amps and Evap. Temp. Refrig’t    Yes/No            Yes/No          Yes/No Temp Control 
  R/ACV132W 115/60/1 7.5 2160 @ -10°F Evap R-404A No Yes Yes       No
  R/ACV232W 115/60/1 10.0 1870 @ -10°F Evap R-404A No Yes Yes       No
  R/ADT132EW 115/60/1 6.5 F-1850 @ -20°F Evap  R-404A 
    R-1130 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  R/ADT132W 115/60/1 6.5 F-1850 @ -20°F Evap     R-404A          
    R-1130 @ +20°F Evap R-404A No Yes Yes Intela-Traul
  R/ADT232W 115/60/1 8.0 F-2170 @ -20°F Evap       R-404A
    R-1730 @ -20°F Evap    R-134a   No Yes Yes Intela-Traul
  R/ADT332W 115/60/1 9.0 F-2160 @ -20°F Evap     R-404A  
    R-4360 @ +20°F Evap R-134a        No Yes Yes Intela-Traul
  R/ADT232N 115/60/1 8.0 F-2170 @ -20°F Evap       R-404A   
    R-1730 @ +20°F Evap    R-134a No Yes Yes Intela-Traul
  R/ADT332N 115/60/1 9.0 F-2160 @ -20°F Evap     R-404A
    R-4360 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  R/ADT132K 115/60/1 6.5 F-1850 @ -20°F Evap    R-404A
    R-1130 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  R/ADT232D 115/60/1 6.5 F-1850 @ -20°F Evap    R-404A   
    R-1130 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  RDH232W 208/115-1-60 10.0 2400  @ +20°F Evap R-134a No Yes Yes Intela-Traul
  RDH232WP 208/115-1-60 10.0 2400  @ +20°F Evap R-134a No Yes Yes Intela-Traul
  RRI264L 115/60/1 4.0 2 X 4360 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  RRI364L 115/60/1 8.0 2 X 5330 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  RRI264LP 115/60/1 4.0 2 X 4360 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  RRI364LP 115/60/1 8.0 2 X 5330 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  RIF264L 208/115/60/1* 12.0 10,440 @ -20°F Evap R-404A No Yes Yes Intela-Traul
  RIF364L 208/115/60/1* 14.0 15,160 @ -20°F Evap R-404A No Yes Yes Intela-Traul
  RHT232NSL 115/60/1 6.5 5330 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  RHT232NHG 115/60/1 2.0 4360 @ +20°F Evap R-134a No Yes Yes Intela-Traul
  TE036HR11 115/60/1 3.2 2370 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TE048HR11 115/60/1 3.3 2370 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TE060HR11 115/60/1 3.5 2370 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TE065HR11 115/60/1 3.5 2370 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TE072HR11 115/60/1 3.6 2370 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TE084HR11 115/60/1 3.7 2370 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TE096HR11 115/60/1 3.9 4090 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TE110HR11 115/60/1 4.0 4090 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TU044HR 115/60/1 3.3 3080 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TU072HR 115/60/1 3.7 3080 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TU100HR 115/60/1 3.9 3080 @ +20°F Evap R-404A Yes Yes Yes Intela-Traul
  TS048HR 115/60/1 9.8 3300 @ +10°F Evap R-404A Yes Yes Yes Intela-Traul
  TS066HR 115/60/1                   10.2 3870 @ +10°F Evap R-404A Yes Yes Yes Intela-Traul
  TS072HR 115/60/1                   10.2 3870 @ +10°F Evap R-404A Yes Yes Yes Intela-Traul
  TS090HR 115/60/1                   10.4 3870 @ +10°F Evap R-404A Yes Yes Yes Intela-Traul

Continued product development may necessitate specification changes without notice. 
Part No. TR35837 (REV. 06-12-15)

Remote Refrigeration Data

NOTES:
1) Remote INTELA-TRAUL® equipped units do not require use of a temperature control.
2) Cord and plug are not supplied with remote units.
3) Listed BTU rating shown is the required BTU’s delivered to the unit at the evaporator coil.
4)	 Compressor	HP	not	supplied	by	Traulsen.		Compressor	size	should	be	determined	by	a	qualified	refrigeration	technician	based	on	the	delivered	BTU	rating	at	the	unit		
 and actual jobsite requirements.
5) To determine approximate remote model weights, please deduct 40 lbs. from the respective self-contained models net or gross weight.
6)		 Standard	Traulsen	five	year	compressor	warranty	does	not	apply	to	remote	units.
7) Condensate Removal: except where noted above, all remote models require provisions to be made to allow for condensate removal.  As supplied standard, these  
 models include only a drain tube exiting the evaporator compartment on top of the cabinet from which condensate will drip.  Optional condensate removal provisions  
 include a drain line extended down the cabinet back (n/a for pass-thru or roll-thru models) or optional Top-Mounted Condensate Evaporator. 
	 Note:	provision	of	the	first	option	will	add	approximately	7/8"	to	the	overall	cabinet	depth.
8)  Traulsen does not recommend the use of casters with remote models )legs supplied standard on G-Series remote units).  
9)	 Refrigeration	connections	provided	are	1/4"	O.D.	for	the	liquid	line	and	either	1/2"	or	3/4"	O.D.	for	the	suction	line,	no	other	connections	are	required.
10) The solenoid valve provided is wired at the factory directly to the control, and so no electrical connections are required between the unit and remote compressor.

11)  Traulsen's equipment stands are solely intended for use with cooking equipment.  




